
STANDING NURSERY CLOCK 


CORNER 
MOULDING 
No. 45. 

2 Pieces 
required 
54in* 


Having a novel chain and weight 
movement simple to assemble. 

FRETWOOD AND FITTINGS. 

For making this Clock a parcel of Spanish 
Chestnut and Plywood is supplied, with sufficient 
No. 45 and 303 Moulding, also angle fillet, and 
ornamental Fret No. 803. 9/-, carriage paid 10/6, 
FITTINGS.—Pendulum Clock with chain and 
weight, fancy dial and all fittings, complete for 
making movement. 2 11, post free 3/5* 

A complete parcel of Wood, Moulding, Fillet 
and Clock fitting will be sent carriage paid 13/6. 

The above prices are subject to alteration. 




DETAIL AT 
TOP OF CLOCK 
CASE. (TOP REMOVED). 
Moulding cut away at XX. 


—SIZE— 

4ft. 7lin. HIGH 
Ilin. WIDE 
7in. DEEP 


TRIANGULAR 
FILLETS. 

6 Pieces 

2 FT. LONG 

Required. 

LOWSR flJJTf r,' 21 


'/'FRONT 


MOULDING 
No. 303. 

3 pieces 12in, 


DETAIL OF 
^ BASE OF CLOCK 
CASE. 

Moulding cut away at XX* 


Deal Blocks as 
Feet. Four 
required. 


Filling Pieces to 1 
des. Glue between 
the edges of the l 
moulding at foot I 
of Clock Case. 1 
Cut two |in. 
Spanish Chestnut I 
, and sandpaper A 
k down flush 
Iwith moulditie. M 


SIDES. 

Cut 

two 

3/16in. 

Plywood- 


Lower Front 
Section. Cut 
one piece 3 I Gin- 
Plywood. 


fFilling Piece tt? 
Front. Glue - 
between the I 
I edges of the 1 
' moulding at 
foot of Case* 
Cut one Jin, ant 
I sandpaper 
I down flush 
■ with moulding. 


Floor and Top* 

Cut one piece i in- 
Spanish, Chestnut and 
one piece 3,1 Gin, plywood, 




/ lf y ' " ; 1 “ T' ■ ^ K ■ - 



[ote : Tliis design sheet is only presented free 
^ with the current issue of Hobbies and 
^ is not given away with back numbers.! 
^Further copies may be obtained. 


Aj] ord^ri by poit ihW4 b* addreietd-^ 
Hgsibiej LrwmD, Dflrehara» Norfolk. 

CtniortLer* midinf in the rvei Eiibourtiotnl 
rtiE oWn Wood and FLtiinei. by 

tillinff ,U the HuBIUFS Supply Storti. 
London : 16- Nrw d i>t ■. W,C, f A 
347 EC, ■ 

tt ft? Newington S.E.M I 

GUs&O# r 326 Arirlt Stf«tr 

MaNCHISTUI : 8 Piccadilly, 

Birmingham : 9a Hijh Sired. ■ 

f .m-n a: IQ Queen Victoria Street. ErliieBtr™ 
Southampton - 25 BdTurii Strati*. 
BTtlCTfTDN : 68 Loudurj Hoad. A 

Siller HELD : 4 St. Paul 1 * Paiado JH 

TdHONTO, CANADA- 

54 Wellington Street Wtil. 
lAftd oE all Houbtfj Aulhciiiied Aecn,[i^jH| 


i ^ut tins piece 
| away to allow 
of clock movement. 


BACK. 

Cut one piece 
Birch Plywood 
3.16in. thick and 
fix between sides. 


] FILLING SLIPS 
K FOR GROOVED 
MOULDING.^ 


T CARD FACE ^ 
OF CLOCK SCREWEDi 
TO PLYWOOD FRONT. 


| DETAIL OF I 
RAIL, ETC. 
ON CENTRE I 
SECTION OFj 
CASE. -A 


LOWER 

FRONT 


FRONT, TOP. 
Cut one piece 
3/16in. Plywood. 


^^^rilling Pieces to^^^B 
rSides. Middle Section B.1 
Cut two Jin. and sandpaper 
Ldown flush with moulding .j 


^Line of Moulding 


f 




































































































































